SiSoftware Sandra

Computer

Manufacturer : ECS

Model : M863

Version : 1.0

Serial Number : 00000000

ID : 03000200-05000400-07000600-09000800

Computer Chassis

Manufacturer : ECS

Type : Desktop

Can be locked : No

Version : 1.0

Serial Number : 00000000

Asset Tag : 0123ABC

Boot-up State : Safe

Power State : Safe

Thermal State : Safe

Security State : External Interface Locked-out

Mainboard

Manufacturer : ECS

Multi-Processor (MP) Support : No

Model : M863

Version : 1.0

Serial Number : 00000000

BIOS : 62-0100-001131-00101111-041305-SIS741

On-board Devices

  To Be Filled By O.E.M. : Video Adapter (Enabled)

Computer Memory Controller

Location : Mainboard

Error Correction Capability : None

Number of Memory Slots : 2

Maximum Installable Memory : 4GB

BANK0 - DIMM0 : Manufacturer0 PartNum0 SerNum0 AssetTagNum0 DIMM Synchronous SDRAM 512MB/64

BANK1 - DIMM1 : Manufacturer1 PartNum1 SerNum1 AssetTagNum1 DIMM Synchronous SDRAM 512MB/64

Chipset

Model : SiS SiS741 CPU to PCI Bridge

Revision : A4

Bus : DEC/AMD EV6/HSTL+

Front Side Bus Speed : 2x 133MHz (266MHz)

Maximum FSB Speed : 2x 200MHz (400MHz)

Width : 64-bit

I/O Queue Depth : 7 request(s)

Maximum Bus Bandwidth : 2GB/s

Maximum Power : 4.13W

Chipset 1 Hub Interface

Type : MUTOL

Width : 16-bit

Full Duplex : No

Multiplier : 2x

Logical/Chipset Memory Banks

Bank 0 : 512MB DIMM DDR 3.0-4-4-4 2T

Bank 1 : 512MB DIMM DDR 3.0-4-4-4 2T

Supported Memory Types : DIMM SDRAM DDR Registered

Channels : 1

Memory Bus Speed : 2x 200MHz (400MHz)

Maximum Memory Speed : 2x 200MHz (400MHz)

Multiplier : 3/2x

Width : 64-bit

Refresh Rate : 15.60µs

Power Save Mode : No

Fixed Hole Present : No

Maximum Memory Bus Bandwidth : 3.13GB/s

Environment Monitor 1

Model : ITE IT8705F LPC

Version : 3.00

Mainboard Specific Support : No

Environment Monitor 2

Model : NS LM84 SMB

Mainboard Specific Support : No

Environment Monitor 3

Model : NS LM84 SMB

Mainboard Specific Support : No

Environment Monitor 4

Model : NS LM84 SMB

Mainboard Specific Support : No

Environment Monitor 5

Model : NS LM84 SMB

Mainboard Specific Support : No

Environment Monitor 6

Model : NS LM84 SMB

Mainboard Specific Support : No

Cooling Device(s)

Auto Fan Speed Control : No

System Fan : 4963rpm

Voltage Sensor(s)

CPU DC Line : 1.30V

Aux DC Line : 2.48V

+3.3V DC Line : 1.49V

+5V DC Line : 5.03V

+12V DC Line : 13.42V

-12V DC Line : -7.26V

-5V DC Line : -2.84V

Standby DC Line : 4.78V

Battery DC Line : 3.44V

System Bus(es) on Hub 1

Version : 2.10

System Bus 0 : PCI

System Bus 1 : AGP

LPC Hub Controller 1

Model : SiS SiS PCI to ISA Bridge (LPC Bridge)

Revision : C6

ACPI Power Management Enabled : Yes

LPC Legacy Controller 1

Type : ITE IT8705F

Version : 0.05

Number of Enabled Devices : 4

Disk Controller

Model : SiS SiS5513 EIDE Controller (A,B step)

OEM Device Name : SiS SiS5513 EIDE Controller (A,B step)

Interface : ATA

Revision : A1

Channels : 4

Audio Device

Model : Creative Sound Blaster Digital 4.1 (CT4751 w/EEPROM, Retail, 4 channel)

OEM Device Name : Creative 5880 AudioPCI

Revision : A3

Type : AC '97

USB Controller 1

Model : SiS SiS5597/8 Universal Serial Bus Controller

OEM Device Name : SiS SiS5597/8 Universal Serial Bus Controller

Revision : A16

Version : 1.00

Interface : OHCI

Channels : 3

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) 

Legacy Emulation Enabled : No

USB Controller 2

Model : SiS SiS5597/8 Universal Serial Bus Controller

OEM Device Name : SiS SiS5597/8 Universal Serial Bus Controller

Revision : A16

Version : 1.00

Interface : OHCI

Channels : 3

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) 

Legacy Emulation Enabled : No

USB Controller 3

Model : SiS SiS7002 USB 2.0 Enhanced Controller

OEM Device Name : SiS SiS7002 USB 2.0 Enhanced Controller

Revision : A1

Version : 2.00

Specification : 1.00

Interface : EHCI

Channels : 6

Companion Controllers : 2

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) High (480Mbps) 

Addressing Support : 32-bit

Legacy Emulation Enabled : No

USB Controller 4

Model : VIA VT6212 USB Controller

OEM Device Name : VIA VT6212 USB Controller

Revision : G2

Version : 1.10

Interface : UHCI

Channels : 2

Speed : 48MHz

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) 

Legacy Emulation Enabled : No

USB Controller 5

Model : VIA VT6212 USB Controller

OEM Device Name : VIA VT6212 USB Controller

Revision : G2

Version : 1.10

Interface : UHCI

Channels : 2

Speed : 48MHz

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) 

Legacy Emulation Enabled : No

USB Controller 6

Model : VIA VT6202 USB 2.0 Enhanced Host Controller

OEM Device Name : VIA VT6212 USB 2.0 Enhanced Host Controller

Revision : G4

Version : 2.00

Specification : 1.00

Interface : EHCI

Channels : 4

Companion Controllers : 2

Supported Speed(s) : Low (1.5Mbps) Full (12Mbps) High (480Mbps) 

Addressing Support : 32-bit

Legacy Emulation Enabled : No

SMBus/i2c Controller 1

Model : SiS 5595 Internal SMBus

Advanced TCO Mode Enabled : No

Slave Device Enabled : No

PEC Support : No

Expansion Slot(s)

AGP : AGP 32-bit +3.3V Shared PME Half-Length Used

PCI1 (1h) : PCI 32-bit +3.3V Shared PME Half-Length Used

Port Connector(s)

J1A1 - PS2Mouse : Mouse / PS/2

J1A1 - Keyboard : Keyboard / PS/2

J2A2 - USB1 : USB / USB

J2A2 - USB2 : USB / USB

J4A1 - LPT 1 : Parallel Port ECP/EPP / DB-25 pin male

J2A1 - COM A : Serial Port 16550A / DB-9 pin male

J6A1 - Audio Mic In : Audio / Mini-jack

J6A1 - Audio Line In : Audio / Mini-jack

J6B1 - AUX IN : Audio / CD-ROM Sound Input

J6B2 - CDIN : Audio / CD-ROM Sound Input

J6J2 - PRI IDE : ATA

J6J1 - SEC IDE : ATA

J4J1 - FLOPPY : Floppy Disk

J9H1 - FRONT PNL : 9 Pin Dual Inline

J1B1 - CHASSIS REAR FAN : None

J2F1 - CPU FAN : None

J8B4 - FRONT FAN : None

J9G2 - FNT USB : None

J6C3 - FP AUD : None

J9G1 - CONFIG : None

J8C1 - SCSI LED : None

J9J2 - INTRUDER : None

J9G4 - ITP : None

J2H1 - MAIN POWER : None

Performance Tips

Warning 2533 : Disabled host controllers are present. Check BIOS settings.

Notice 224 : SMBIOS/DMI information may be inaccurate.

Warning 2507 : Mainboard has too few memory slots. Upgrading the memory may be difficult or expensive.

Warning 2508 : All memory slots are full. Upgrading the memory may be difficult or expensive.

Warning 100 : Large memory sizes should be made of Registered/Buffered memory.

Tip 2 : Double-click tip or press Enter while a tip is selected for more information about the tip.
